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DECIDUOUS BALLED / BURLAP TREE PLANTING
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3 TIMES THE SIZE OF ROOT BALL
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NOTES: 1. FOR TREE SPACING, TYPES AND CALIPER, SEE VMC 20.925.060. FOR TREE SPACING, TYPES AND CALIPER, SEE VMC 20.925.060. 2. A ROOT BARRIER SHOULD BE INSTALLED AT THE EDGE OF PAVEMENT OR 4 FEET A ROOT BARRIER SHOULD BE INSTALLED AT THE EDGE OF PAVEMENT OR 4 FEET WIDE AND 6 FEET WIDE RECTANGLE AROUND THE TREE. 3. SCARIFY BOTTOM AND SIDES OF HOLE PRIOR TO PLANTING.SCARIFY BOTTOM AND SIDES OF HOLE PRIOR TO PLANTING.
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TOP OF GRADE
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TOP OF ROOT BALL 2" ABOVE SURROUNDING  GRADE. EACH TREE SHALL BE PLANTED SUCH THAT THE TRUNK FLARE IS VISIBLE AT THE TOP OF THE ROOT BALL.  TREES THAT THE TRUNK FLARE IS NOT VISIBLE SHALL BE REJECTED. NO MULCH SHALL COME IN CONTACT WITH  THE TREE TRUNK

AutoCAD SHX Text
STAKE TREES ONLY UPON THE APPROVAL OF THE LANDSCAPE ARCHITECT
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REMOVE ALL TWINE, ROPE AND WIRE FROM ROOT BALL. REMOVE BURLAP FROM TOP HALF OF ROOT BALL CUT AND BALL CUT AND FOLD DOWN BOTTOM HALF
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PRUNE AS DIRECTED BY CITY FORESTER
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FIRMLY TAMP SOIL AROUND ROOT BALL SO ROOT BALL DOES NOT SHIFT
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PLACE ROOT BALL ON  UNEXCAVATED OR TAMPED SOIL
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PREPARED PLANTING BACKFILL SOIL MIX (SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION)
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6'-0" PLANTING SAUCER (TYP.)
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