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CA

COMPLETE KIT IS:
AG—-0169—-74—-84-SS
OR APPROVED EQUAL

1.9” 0.D. GUSSETED ALUMINUM TUBE
/WITH VINYL INSERT, 74" HT.\
DRILL, TAP, AND INSTALL GALVANIZED

METALLIC CABLE GLAND FOR WIRING
ENTRANCE ON THE SIDE OF THE ARM

CAP MIN. 3 FT. SLACK FORMED INTO 8" TO 12"

DIA. DRIP LOOP ATTACHED WITH ZIP TIES

FOR MAST ARMS (GREATER THAN 4.5” DIA.) USE ADJUSTABLE
2—PIECE CLAMP BRACKET WITH 84” STAINLESS STEEL CABLE:
PELCO ASTRO—BRAC GALAXY PART # AG—3055—84-SS OR APPROVED
EQUAL. FOR STREET LIGHT ARMS (1.9” TO 4.5” DIA.) USE PELCO
ASTRO—BRAC STELLAR PART # AS—3010 OR APPROVED EQUAL.

SIDE VIEW FRONT VIEW

NOTES:

1.

ALL HARDWARE FASTENERS SHALL BE STAINLESS STEEL UNLESS OTHERWISE APPROVED.

2. THE INSTALLATION OF THE SENSOR AND THE BRACKET MOUNT SHALL BE PER THE
MANUFACTURER RECOMMENDATIONS.
3. THE LOCATION ON THE ARM SHALL BE PER THE PLANS.
4. SENSOR SHOULD NOT BE MOUNTED WITHIN 12 INCHES OF STREET LIGHT FIXTURE.
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